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T3 VERTICAL DIFFERENTIAL STAGE
MODIFIED ROTATING SCREW

ACTUATOR

2:1

1 1 D

.03  [.76]

.01  [.25]

.005 [.127]

.25

125

      SEE NOTE 2

10/22/93

J. BARRAZA 1/12/94

10/22/93

J. BARRAZA 11/12/93

D. SHU 01/13/94

T.M. KUZAY 1/14/94

Ø 1.500 [38.10]

0.020 [0.50]

0.118 [3.00]

Ø 1.42 [36.10]

Ø 0.533
0.531 [ 13.54

13.49 ]

[e,.003,A]

[-A-]

2.60 [66.00]

NOTES:

1.  ALL DIMENSIONS IN [ ] ARE MILLIMETERS AND ARE FOR REFERENCE ONLY.
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CUT SHAFTS TO LENGTH

MACHINE FLATS ON
BOTH SHAFTS 2X @ 90°

EXISTING UM-2626 WITH
20:1 GEAR RATIO.

REPLACE ROTATING SCREW WITH
ROTATING PLATE AS SHOWN.
MATERIAL: SS304L SEE NOTE 2.

2.  ACTUATOR IS TO BE FABRICATED BY DUFF-NORTON FROM EXISTING
ACTUATOR, PART NO. UM-2626, WITH 20:1 GEAR RATIO.
CONSULT DUFF-NORTON APPLICATION ENGINEERING.
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1 DUFF-NORTON

CHARLOTTE, NC 28241-7010
P.O. BOX 7010

1-800-477-5002
FAX: (704) 588-1994
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